




F E A T U R E S

Audiophile Binding Posts

Our own custom-designed, oversized 
robust binding posts ensure full power 
delivery at all times. They’re easy to 
use and facilitate large speaker cable 
connectors.

Measured Performance

Like all Anthem products the MCA 525,
MCA 325 and MCA 225, designed and 
built in Canada, are like no other amplifiers 
in the world: custom low-noise high-
power toroidal transformers; high-current 
bipolar output transistors; high-quality 
filter capacitors; advanced power supply 
regulators; oversized aluminum heatsinks; 
custom-designed dual binding posts; and 
patented auto-on/off circuitry. Superior 
craftsmanship that is reflected in clean, 
clear, audiophile-quality sound from top 
to bottom of the frequency spectrum.

Stable As A Rock

Our amplifiers are incredibly stable 
into difficult, low-impedance speaker 
loads, making these superb-sounding 
dynamos reliable performers in even 
the toughest circumstances.

Detachable Power Cord

By including IEC detachable AC female 
sockets and high-power, high-quality 
14-AWG AC cords, MCA amplifiers 
further demonstrate their high-end 
pedigree.

Massive Toroidal Power Supplies

MCA amplifiers deliver incredible 
dynamics thanks to massive “audiophile 
approved” conservatively rated 
power supplies designed with high 
rail voltages. Low flux toroidal power 
transformers ensure ultra quiet 
performance by minimizing stray 
magnetic field radiation. This provides 
the pure, clean, low-noise power that is 
needed to reproduce the full dynamics 
of home theater and the most complex 
and dynamic music recordings.
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Power Output

Continuous 20 Hz to 20 kHz, <1% THD (all models)   

Power Requirement

THD at 100 W
at 1 kHz . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.0010%
at 20 kHz . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.015%

IMD at 100 W
ITU-R (19 kHz + 20 kHz). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.0005%
SMPTE (60 Hz + 7 kHz)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.002%

SNR, IEC-A, ref. 225 W . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 120 dB

Frequency Response, 20 Hz to 20 kHz
open circuit . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ± 0.1 dB
8 Ω. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ± 0.1 dB
4 Ω. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ± 0.1 dB
2 Ω. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ± 0.2 dB

Power Bandwidth, -3 dB at 200 W into 8 ohms . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 kHz

Slew Rate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30 V/μs

Damping Factor, 20 Hz to 1 kHz . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 300

Channel Separation, 100 Hz to 10 kHz. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . >65 dB

Input Impedance
RCA / XLR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10 kΩ / 15 kΩ

Input Sensitivity, 225 W into 8 Ω. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.5 Vrms

Voltage Gain. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29 dB

This product operates from a single phase AC power source that supplies 
108V – 132V at a frequency of 60 Hz for the 120V version and 198V – 264V 
at a frequency of 50/60 Hz for the 220V – 240V version. 

Dimensions (all models)

Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6-5/8” (16.9 cm)
Rackmounted Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4U
Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17-1/4” (43.8 cm) 
Depth . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18-1/8” (46 cm)

Weight (unpacked)

MCA 525  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 61 lb (27.5 kg)
MCA 325  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 43 lb (19.5 kg)
MCA 225  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40 lb (18 kg)

Two MCA 325s and a MCA 525 teamed 
with an AVM 60 Preamplifier 

CREATE YOUR
OWN DOLBY ATMOS 
11-CHANNEL SYSTEM

consumption
MCA 525 
MCA 325
MCA 225 

standby
2.0 W
1.4 W
1.0 W

typical
550 W
350 W
240 W

idle
80 W
47 W
35 W

high output
1200 W
750 W
500 W

load
8 ohms
4 ohms
2 ohms

watts
225 W
400 W
600 W


